
Connect the Phone 



Insert the supplied AC 
adapter’s barrel plug into 
the DC IN 9V jack, and 
its AC plug into a 
standard AC outlet. 

Plug one end of the 
supplied long two-line 
modular cord into the 
TEL LINE 1/2 jack, and 
the other end into a 
modular telephone two- 
line wall-jack. 


Install and Charge the Handset Battery 




1 . Remove the cover. 


CID/MENU/HOLD — 

Press to access CID 
options, setup menu 
place the line on hold 


line 1 / line 2 — Press to 
answer a call, initiate a phone 
call, or hang up. Pressing line 1 
or line 2 on the base operates 
the speakerphone feature. 



INTCM and INTERCOM — Use to SELECT / VOL/RING— Use 

page and communicate between the to change option settings, or 
handset and base, or to transfer calls, ringer and earphone volume. 


2. Plug the battery pack’s connector into the socket. 
The connector fits only one way into the socket. 
Do not force the connector. 

3. Replace the cover. 

4. Place the handset on the base. 

The CHARGE/IN USE indicator on the base 
lights. The battery will need to charge 15-20 hours 
before the phone is ready for use. 


Transferring Calls 

1 . Press HOLD, or CID/MENU/HOLD. The Iine1 LED 
flashes. 

2. Press INTERCOM or A INTCM. Then announce the 
call through the intercom. 

3. To speak to the caller, press line 1 . 


Changing the Caller ID Options 

1. Press and hold CID/MENU/HOLD. 

2. Use a/inTCM or V/CONF to select line ^ or line 2. Then press #/ >. 

3. Use a/intCM or v/cONF to move between options. 

Then press SELECT/VOL/RING to toggle options On or Off. 

4. To complete the setting, press CID/MENU/HOLD and return the handset to 
the base. The handset returns to standby mode. 

Making and Receiving Calls 
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